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Specifications

ANSI/NEMA FL1 Low MED HIGH Strobe/ Police Flash

OUTPUT 14500 20 LM 350 LM 1000 LM 350 LM
AA 3LM 100 LM 300 LM 100 LM

RUNTIME 14500 20h 1h 45min 1min+55min /
AA 24h 2h 30min 1h /

INTENSITY 8000cd (Max)

DISTANCE 180m (Max)

IMPACT RESISTANCE m

WATERPROOF IPX-8, underwater 2m

LIGHT SOURCE OSRAM LED

POWER 10W (Max)

BATTERY 1 X 14500 Li-ion/ AA (excluded)

SIZE 24.5*21.5*102*mm

NET WEIGHT ~54g (aluminium)

Notice: The above appropri are lab-tested by using a 14500 Li-ion and an AA Ni-MH battery, it may vary
due to the difference of environments and batteries. The runtime on High under 14500 is accumulated due to the
over-heat protection setting.

Operation Instruction

ON/ OFF: Fully press the switch.

Momentary ON: Half-press from OFF until released.

Output change: Continuously half-press the switch (interval more than 0.5S) to change outputs, fully press to

lockout the selected output. Mode memory is available after turning off for 3 seconds except for blinking modes.

Strobe: Two quick taps the switch from Off.
Police flash: Continuously 6 taps the switch from Off.

Reverse protection

To prevent the flashlight from being damaged from
the battery reverse installation and short circuit.

Low Voltage Protection

When the battery voltage low is detected, the

flashlight will downshift the output automatically,

it will shut off when the battery is extremely low.

Over-Heat Protection

The flashlight will accumulate lots of heat when
running on High for a long time, it will automatically
downshift the outputs when the temperature is
above the settings, you can reset it manually if the
High is needed.

Battery Usage
Type Model Voltage | Usability
Li-ion | Lumintop 14500 Li-ion | 3.7V W
Li-ion 14500 Li-ion 3.7V v
Ni-MH AA 1.2v v
Alkaline AA 1.5V v
Notice:

1) 14500 Li-ion cells are industry battery. It is recommended to
use a reliable and high-quality Lithium-ion battery with a
protective circuit.

2) When replacing the battery, a high-quality cell is recommended,

and make sure the anode side (+) of the battery towards the
light head.

/\ Warning!
1) Do not shine the light directly into anyone’s eyes,
this may hurt the eyes.

2) Take out the battery if the flashlight is not being
used for a long time to prevent leakage from
damaging the flashlight.

3) To avoid potential accidental activation, please
loosen the threads to cut off the eletricity.

4) Please keep away from children.

Warranty

1. 30 days free replacement: Lumintop will replace
or repair products with manufacturing defects
within 30 days of purchase.

2.5 years of purchase: Lumintop will repair the
products free of charge within 5 years (accessories
1 year, products with built-in battery 2 years) of
purchase if problems develop with normal use.

3. Lifetime warranty: If repair is required after the
guaranty period, we'll charge for parts accordingly.

4. This warranty does not cover normal wear or
tear, abuse, force majeure damage, or defaults
by human factors.
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